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Sample Identification FTA-146-GP06
Sample Number CP3006
Sample Date 08-Jan-99
Barium [ mg/L 163 J
Manganese | mg/L 1.75
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Sample Identification FTA-146-GP10 °

Sample Number

CP3012 °

Sample Date

16-Dec-98

Thallium
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Sample Identification FTA-146-GP05
Sample Number CP3005
Sample Date 17-Dec-98
Barium mg/L A4
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Sample Identification

FTA-146-GP0O7

Sample Number

CP3009

Sample Date

17-Dec-98

Barium

mg/L

A5 J

Manganese

173

Thallium
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PARCEL 146(7)
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Sample Identification FTA-146-GP02(W)
Sample Number CP3002
Sample Date 15-Dec-98
Thallium mg/L .0045 B
Benzene mg/L .028
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Sample Identification FTA-146-GP09
Sample Number CP30M
Sample Date 16-Dec-98
Cadmium [ mg/L .0053 B
Thallium .0049 B
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UNIMPROVED ROADS AND PARKING
PAVED ROADS AND PARKING
BUILDING

TOPOGRAPHIC CONTOURS
(CONTOUR INTERVAL - 5 FOOT)
TREES / TREELINE

PARCEL BOUNDARY

SURFACE DRAINAGE / CREEK

MANMADE SURFACE DRAINAGE
FEATURE

FENCE

UTILITY POLE
SANITARY SEWER LINE
STORM DRAINAGE LINE

EXISTING GROUNDWATER SAMPLE
LOCATION

EXISTING SUBSURFACE SOIL SAMPLE
LOCATION

EXISTING GROUNDWATER, SURFACE AND
SUBSURFACE SOIL SAMPLE LOCATION

EXISTING DEPOSITIONAL SOIL SAMPLE
LOCATION

ANALYTE _DETECTED IN_METHOD
BLANK AT CONCENTRATION
GREATER THAN THE REPORTING
LIMIT (AND GREATER THAN ZERO)

RESULT IS GREATER THAN STATED
METHOD DETECTION LIMIT BUT LESS
THAN OR EQUAL TO SPECIFIED
REPORTING LIMIT

SITE SPECIFIC SCREENING LEVELS
MILLIGRAMS PER LITER

MILLIGRAMS PER KILOGRAMS

. FIGURE 2-35

) GROUNDWATER SAMPLE LOCATIONS
EXCEEDING RESIDENTIAL

HUMAN HEALTH SSSLs
MOTOR POOL AREA 3100
PARCELS 146(7), 24(7), 25(7),
73(7), AND 212(7)
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